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HYOSUNG GOODSPRINGS MODEL SBR and SBRD
API610 BB5 Type pump 
Horizontal barrel double case, ring section type, multi-stage pump
Model SBR denotes single suction impeller type.
Model SBRD denotes double suction impeller type.

Designation

Applications
- Power Generation Boiler Feed
- Oil and Gas Refinery
- Petrochemical Industries
- Other Chemica
- General Industries

Rating

* These values in paranthesis{} are reference only

Capacity As required

Heads As required

Discharge Pressure As required

Hydrostatic Test Pressures As required

Speeds  50 Hz 2950 min-1

 60 Hz 3550 min-1

Max.allowable Revolutions  9000 min-1

Rotation  Clockwise viewed from inboard side

Temperatures  ~450 °C{~850 °F}*

Impeller Type  Closed

Nozzles  Top-Top

Flanges  ANSI 2500 lb, other standards also available

Shaft Sealing  Mechanical seal, conventional packing, floating seal & throttle bushing

Materials

Part Name Materials JIS/ASTM-AISI
6 1C.Steel

Outer Casing A266 A182 F6A

A182 F6A

 A182 F316L

A182 F316L

Inner Casing SUS420J2 / A182 F6A
Casing Cover
Impeller
Shaft

    A276TP420         Shaft Sleeve
 A276TP420Case Wear Ring

SB-series barrel double case ring section type, multi-stage pump

SBR/SBRD

SBR 40 3

Model Norminal 
Discharge Dia (mm)

Number of
Stages

A266

SCS6 / A743 CAN6NM

A276TP410

SUS420J2 / A182 F6A

SCS6 / A743 CAN6NM

    A276TP420         

 A276TP420

A276TP410

SUS316L / A182 F316L

SCS16 / A743 CF3M

A276TP316

SUS316L / A276TP316L

SUS316L / A276TP316L

Features
- Heavy duty design with centerline support
- Designed in accordance with API 610 specifications(ISO 13709)
- Compact design applicable for wide range of liquids
- Interchangibility is maintained for all components of the pump
- Double casing allows inner casing removal
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Construction

50Hz

Outer barrel 
casing with 
enclosed 
gasket

Thrust bearing-
anti-friction or 

thrust tilting pad.
Radial bearing-
sleeve or anti-

friction.

Bearings Protected
by labyrinth type

Inpro Seal/
Deflectors

Low NPSH 1st
stage impeller. 
Double suction

available 

Interstage bleed
connections

available

Ring section radial
split identical stage
casings, diffusers

and impellers

60Hz

Hydraulic 
balance 
device is 

Drum type or 
Piston & Disc 

type
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Performance ranges shown on these charts are for preliminary selection only.

13%Cr.Steel 316 S.Steel


	[Petron] SBR-SBRD_181206_v4-pages-1
	[Petron] SBR-SBRD_181206_v4 P.2(수정)

